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TYPE 1 FASTENER PATTERN (SEE LOAD TABLE)

—
TYPE A PANCAKE

16"
___.____-__.
#10-13 x 1”7 GP

SEE LOAD TABLE FOR SPACING

15/32" PLYWOOD
W/ GRACE ICE & WATER SHIELD

OVER ENTIRE ROOF DECK
TYPE 2 FASTENER PATTERN (SEE LOAD TABLE)

1D/l
(2) #10—-11 X 1”7 ECUPSE HEAD @ 127 0.C.

410-12 x 1”7 TYPE A PANCAK
@ 6 3/4” 0.C.
PER PANEL
15/32” PLYWOOD

W/ GRACE ICE & WATER SHIELD
OVER ENTIRE ROOF DECK
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FIELD HEMMED PANEL END

3. PLACE PROTRUDING PAN INTO THE PANEL

JOINT LEGS ON BOTH SIDES.

4. WHILE MAINTAINING PRESSURE AGAINST
THE PANEL JOINTS, ROTATE THE HEMMING

 T00L AS CLOSE TO 18@° AS POSSIBLE. ‘

CUT FEMALE END
BACK 17

1. PANELS REQUIRING FIELD REMMED ENDS

SHOULD BE FABRICATED 1" LONGER THAN ™

THE FINISHED PANEL LENGTH. VALLEY \
CONDITIONS MUST BE FIELD CUT TO THE

APPROPRIATE ANGLE

2. CUT BACK PANEL JOINTS 17

CUT MALE END
BACK 17

HEMMING TOOL. THE FRONT EDGE OF THE
TOOL MUST REST AGAINST THE NOTCHED

‘\\ﬁ

PANEL HEMMING TOOL

5. INSPECT COMPLETED HEM TO INSURE THAT
THE HEM IS OPENED AND CAPABLE OF

RECEIVING THE CLEAT (SEE ERECTION -
DETAILS). g
: o=
‘ I
1
i
1
]




HIGH PROFILE RAKE
1.) Turn cut edge of panel up 17",

2.) Determine location off zee closure. Apply sealant tape to flat of panel.

3.) Place closure on top of sealant tape. Secure through tape and panel with
#10-12 x 1" HWH wood screws @ 12”oc.

‘4.) Apply a continuous strip of sealant tape to the top of the zee closure. Seal
between ends of tape with butyl sealant.

5.) Install panels so that the the field cut end is engoged into the open hem of the
receiver frim, and fully embedded into the urethane sealant.

6.) Install the rake frim. Secure to closure zee with 1/4=14 x 7/8" HWH Tek/1
fasteners at 12”0c.

#1/4-14 X 7/8"
_ -~ TEK/1 W/ BONDED WASHER
FIELD TURN UP @ 172"0¢

1/16" X 1/2" 8UTYL

CUT PANEL EDGE 1"
RAKE TRIM SEALANT TAPE
.
3/32" X 1" 8UTYL AJ [
U

SEALANT TAPE
74 A7 A 7 4V Ay A P P

Y q
#10=12 X 1" PANCAKE 70NN\ N
™S HEAD WOOD SCREW W/ " 11\ JAA CONTINUOUS

\ 42 PHILLIPS SLOT YA ZEL CLOSURE

@ 12"0¢ i \\ \
PAL AV
LOW PROFILE FASTENER _/ p A N\ 15327 PLYWOOD WITH
SO (BY INSTALLER) \

4 GRACE ICE & WATER SHIELD
Vi SELF ADHERED ROOFING
CONTINUOUS _/ \_ UNDERLAYMENT OVER
DRIP CLEAT ENTIRE ROOF DECK

UL

A
SNCEE]

> *
:».QZQ:.\V\C E N &




VALLEY |

1.} Temporarily attach valley trim at ends w/ #10-12 x 1”7 pancake head wood screws.

2.) Apply butyl sealant across top of valley trim as shown.
3.) Attach cleat through sealant w/ #10-12 x 1”7 pancake head wood screws @ 4”oc.

4.) Apply a second bead of butyl sealant across the top of the cleat, and over the
fastener heads.

5.) Install panels so that the cleat is engaged into the field applied hem.

CREATE PANEL END CLOSURE |

W/ DOW 795 MOISTURE-CURE - 8"
SILICONE SEALANT ‘
#10-12 X 1" PANCAKE / o VALLEY TRIM
HEAD WOOD SCREW W/ /2 _
#2 PHILLIPS SLOT CONTINUOUS
@ 4"oc

\\ \_ FIELD HEMMED PANEL

END — 1" WIDE
L SET CLEAT IN A 15/32” PLYWOOD WITH
CONTINUOUS BEAD OF GRACE ICE & WATER SHIELD
BUTYL SEALANT SELF ADHERED ROOFING
UNDERLAYMENT OVER

ENTIRE ROOF DECK
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LOW EAVE

1.) Temporarily attach eave trim at ends w/ #10~12 x 1" pancake head wood screws

2.) Apply butyl sealant across top of eave trim as shown.
3.) Atach cleat through sealant w/ #10-12 x 1" pancake head wood screws @ 4”oc.

4.) Apply a second bead of butyl sealant across the top of the cleat, and over the
fastener heads.

5.) Install panels so that the cleat is engaged into the field applied hem.

CONTINUOUS
CLEAT L__ 12" #10-12 X 1" PANCAKE
HEAD WQO0D SCREW W/
" #2 PHILUPS SLOT
CREATE PANEL END CLOSURE o 4c
W/ DOW 795 MOISTURE—-CURE
SILICONE SEALANT \ N =
FIELD HEMMED PANEL
END ~ 1” WIDE
LOW PROFILE FASTENER 15/32"° PLYWOOD WITH
(BY OTHERS) GRACE ICE & WATER SHIELD
\ SELF ADHERED ROOFING
CONTINUOUS DRIP N \_ UNDERLAYMENT OVER
CLEAT - \ ENTIRE ROOF DECK
AN SET CLEAT IN A
N~ CONTINUOUS BEAD OF
BUTYL SEALANT

“‘ilﬁlsleg'

CEE. ['7/”4

v .
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RIDGE / HIP

1.) Determine location of zee closure. Apply sealant tape to flat of panel.

2.) Place closure on top of sealant tape. Secure through tape and panel with

#9-16 x 1" HWH wood screws @ 4”"oc. Seal the tab of the closure to the side
joints with butyl sealant.

3.) Apply a confinuous strip of sealant tape to the top of the zee closure. Seal
between ends of tape with butyl sealant. '

4.) Instail the ridge trim. Secure to closure zee with 1/4~14 x 7/8" HWH Tek/1
fasteners at 12”oc.

49-15 X 17 HWH
WOO0D SCREW @ 4"oc

1/4=14 X 7/8" HWH
TEK/1 W/ BONDED WASHER — /,,l
/1 W/ A\ -

_.11"%\‘\‘* I"

@ 12"0c

1/167 X 1/27 3UTYL
SEALANT TAPE

im— ﬂ“i\fE
-~ /

/

i /
;¢ 15327 PLYWOOD WITH/ /
i GRACE ICE & WATER

ZEE CLOSURE. cuT anp  /  SHIELD SELF ADHERED
NOTCHED 70 7IT SETWEEN — [ ROOFING UNDERLAYMENT/
PANEL JGINTS.  /  OVERENTIRE ROOF DECK
i g ~———— S . " ’
~ : /16" x 172" sutyL
SEALANT TAPE
@ T

[
s o ONAL

#26778 "flllll“‘
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RIDGE / HIP CAP
FASTENERS, (3)
PER PANEL
BUTYL TAPE
SEALANT
APPROVED
SEALANT
Z CLOSURE,
CUT TO FIT 22;{/&J¢PE
BUTYL TAPE o )
SEALANT R AR/ .
Sy /N FASTENERS, (3)
o PER PANEL
SR BUTYL TAPE
R SEALANT
N 1" NAILSTRIP
N .
: . PANEL
it 195" WOOD DECK W/ GRACE \\\\ 7 o N APPROVED
o NCE E. ”"C';'lcyE & WATER SHIELD OVER ENTIRE DECK 2 - UNDERLAYMENT
\‘ .o'.‘...‘o. )
§ Q’ . EN So."‘
!,’ z Project:
7] Contractor:
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0,98y E$ ™ Designer: Date: Scale: "
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RIDGE / HIP CAP AIR-DAM

FASTENER, 12" O.C.
COR-A-VENT V-600

BUTYL TAPE

SEALANT
APPROVED
Z CLOSURE, SEALANT
CUTTOFIT
FASTENERS, (3) PER
PANEL
BUTYL TAPE
SEALANT 1" NAILSTRIP
PANEL

942" WOOD DECK W/ GRACE
ICE & WATER SHIELD OVER
ENTIRE DECK

BY OTHERS

APPROVED
UNDERLAYMENT

Project:

Contractor:

Designer: Date: Scale: 1 " NAI LSTRI P VR_1




AIR-DAM

LEAVE
OPEN FOR
VENTING

SIDING, BY
OTHERS

FASTENER,

12"0.C. HEADWALL

FLASHING

COR-A-VENT
V-600TE

1" NAILSTRIP PANEL, BOX
END OF PANEL

BUTYL TAPE SEALANT

FASTENERS, (3) PER PANEL

Z CLOSURE, CUT TO FIT

BUTYL TAPE SEALANT

APPROVED UNDERLAYMENT
194" WOOD DECK W/ GRACE
ICE & WATER SHIELD OVER ENTIRE DECK
BY OTHERS

ITTITY

Project:

Contractor:

Designer:

Date:

Scale:
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